
PRINTING PROPERTIES AVERAGE VALUES UNITS STANDARDS

NOZZLE TEMPERATURE 230 - 260

HOT BET TEMPERATURE 70 - 100 ºC

ºC

ABS-HF

HIGH FLUIDITY - Resistant and highly fluid.

Material with a high flow, general purpose injection molding grade,
with good ductility, intended for moldings with thin walls and / or
an adverse wall flow ratio. Excellent colorability, high flowability
good impact resistance, good heat distortion resistance, high quality 
surface finish and gloss.

MECHANICAL PROPERTIES AVERAGE VALUES

IMPACT RESISTANCE (IZOD NOTCHES, 23°C) 22

IMPACT RESISTANCE (IZOD NOTCHES, -30°C) 7

IMPACT RESISTANCE (CHARPY NOTCHES, 23°C) 19

UNITS

kJ/m²

kJ/m²

kJ/m²

STANDARDS

THERMAL PROPERTIES AVERAGE VALUES UNITS STANDARDS

OTHER PROPERTIES AVERAGE VALUES UNITS STANDARDS

DIAMETERSPOOL SIZE PACKAGINGCOLOR

ISO 180/A

ISO 180/A

ISO 179

ISO 179

ISO 179

ISO 179

ISO 527

ISO 527

IMPACT RESISTANCE (CHARPY NOTCHES, -30°C) 7

CHARPY (WITHOUT NOTCHES, 23°C) 125

CHARPY (WITHOUT NOTCHES, -30°C) 90

kJ/m²

kJ/m²

kJ/m²

MPaTRACTION STRESS IN PERFORMANCE, 23°C 44

TRACTION DEFORMATION IN PERFORMANCE, 23°C 2,4 %

SOFTENING TEMPERATURE VICAT VST / B / 50
(50 ° C / H, 50N)

95

SOFTENING TEMPERATURE VICAT VST / A / 50
(50 ° C / H, 10N)

102

THERMAL DEFLECTION TEMPERATURE A;
(ANNEALING, 1,8 MPA)

92

ºC

ºC

ISO 306

ISO 306

ISO 75

ISO 75THERMAL DEFLECTION TEMPERATURE B;
(ANNEALING, 0,45 MPA)

95 ºC

ºC

VOLUMEN RESISTIVITY 1E13

250g 1,75mm Cardboard box, vacuum and silica
1Kg 1,75mm Cardboard box, vacuum and silica
3Kg 1,75mm Cardboard box, vacuum and silica
5Kg 1,75mm Cardboard box, vacuum and silica
8Kg 1,75mm

ON REQUEST

Yes

Yes

Yes Cardboard box, vacuum and silica

DENSITY 1,04 g/cm³

cm³/10 min

WATER ABSORPTION, SATURATED AT 23°C 0,95 %

Ohm*m
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ISO 527TRACTION MODULE 2300 MPa

ISO 527NOMINAL DEFORMATION AT BREAK, 23°C 12 %

ISO 178FLEXIBLE FORCE 65 MPa

ISO 2039-1HARDNESS, BALL BLEEDING ISO 2039-1 MPA 99 99 MPa

ISO 11359LINEAR THERMAL EXPANSION COEFFICIENT 80 - 110 10^(-6)/°C

DIN 52612-1

IEC 60093

ISO 1183

ISO 62

ISO 62

DIN 6167

THERMAL CONDUCTIVITY 0,17 W/(m K)

MOISTURE ABSORPTION, BALANCE 23°C/ 50% RH 0.24 %

YELLOW INDEX 13

ISO 1133MERGE VOLUME INDEX 220°C / 10 KG 34

DATA SHEET

* The indicated parameters are valid for correctly calibrated printers (PyD, mechanical and fuser).
* Supervised and tested manufacturing process (diameter, color and winding) to guarantee the quality of our product.


