
ABS-HI

HIGH IMPACT - Resistant and high impact.

High impact ABS, very hard, rigid material, resistant to impact and
thermal deformation. It is one of the best choices if we are looking for a
resistant printing thanks to its hardness, rigidity and resistance to both
impact as well as thermal deformation.

PHYSICAL PROPERTIES AVERAGE VALUES

SPECIFIC GRAVITY 1,02

MOLDING CONTRACTION (FLOW), 3,2 MM 0,4~0,7

FLOW INDEX (220ºC/10KG) 12

UNITS

%

g/10min

STANDARDS

THERMAL PROPERTIES AVERAGE VALUES UNITS STANDARDS

ASTM D955

ASTM D792

ASTM D1238

MECHANICAL PROPERTIES AVERAGE VALUES

TENSILE STRENGTH, 3,2 MM (@YIELD 50mm/min) 380

ELONGATION BY TRACTION, 3,2 MM (@YIELD 50mm/min) >5

TRACTION MODULE (1mm/min) 16.400

UNITS

%

kg/cm²

kg/cm²

STANDARDS

ASTM D638

ELONGATION BY TRACTION, 3,2 MM (@Break 50mm/min) 30 % ASTM D638

ASTM D638

ASTM D638

THERMAL DEFLECTION TEMPERATURE, 6.4MM, 18.6KG
(NOT ANNEALED)

84

THERMAL DEFLECTION TEMPERATURE, 6.4MM, 4.6KG
(NOT ANNEALED)

87

SOFTENING TEMPERATURE VIC (5kg, 50ºC/h) 90

ºC

ºC

ASTM D648

ASTM D648

ASTM D1525

UL94INFLAMMABILITY HB

ºC

ELECTRIC PROPERTIES AVERAGE VALUES UNITS STANDARDS

COMPARATIVE TRACKING INDEX (CTI) (SOLUTION A) 0

SURFACE RESISTIVITY

VOLUME RESISTIVITY (23ºC)

Ohm

Volts

IED 60093

IEC 60112

ASTM D257

ASTM D495ARC RESISTANCE (23ºC) 6

Ohm·m

Ohm·cm

PROPIEDADES DE IMPRESIÓN AVERAGE VALUES UNITS STANDARDS

NOZZLE TEMPERATURE 230 -260

HOT BED TEMPERATURE 70 - 100 ºC

ºC

UL 746BRELATIVE TEMPERATURE INDEX (ELECTRICAL) 60 °C

UL 746BRELATIVE TEMPERATURE INDEX (IMPACT MECHANICS) 60 ºC

UL 746BRELATIVE TEMPERATURE INDEX (NON-IMPACT MECHANICAL) 60 ºC

FLEXIBLE FORCE (15mm/min) 590 kg/cm² ASTM D790

BENDING MODULE (15mm/min) 18.500 kg/cm² ASTM D790

IMPACT RESISTANCE IZOD, 6,4 MM. 23ºC (NOTCHED) 43 kg·cm/cm ASTM D256

IMPACT RESISTANCE IZOD 6,4 MM, -30ºC (NOTCHED) 28 kg·cm/cm ASTM D256

IMPACT RESISTANCE IZOD, 3,2 MM, 23ºC (NOTCHED) 45 kg·cm/cm ASTM D256

IMPACT RESISTANCE IZOD, 3,2 MM, -30ºC (NOTCHED) 28 kg·cm/cm ASTM D256

ROCKWELL HARDNESS (R-SCALE) 92 ASTM D785

DATA SHEET

DIAMETERSPOOL SIZE PACKAGINGCOLOR

250g 1,75mm Cardboard box, vacuum and silica
1Kg 1,75mm Cardboard box, vacuum and silica
3Kg 1,75mm Cardboard box, vacuum and silica
5Kg 1,75mm Cardboard box, vacuum and silica
8Kg 1,75mm

ON REQUEST

Yes

Yes

Yes Cardboard box, vacuum and silica

WWW.WINKLE.SHOP INFO@WINKLE.SHOP +34 670 378 829

* The indicated parameters are valid for correctly calibrated printers (PyD, mechanical and fuser).
* Supervised and tested manufacturing process (diameter, color and winding) to guarantee the quality of our product.


