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Easy to print and nice adhesion
between layers

PETG

Available colours:

Transparent, Jet Black, Glacier White, Krystal Ambar,
Krystal Pinkish, Krystal Aquamarine, Krystal Lime,
Ash Grey and Silver

2.5 Kg, 5 Kg and 7.5Kg

CHARACTERISTICS

info@winkle.shop 670 378 829

DATA SHEET / PETG

Easy to print and with an excellent finish. Very high heat resistance and with really good mechanical properties. This material is
transparent and perfect for indoors, as UV-radiation deteriorate it.

1.75mm and 2.85mmAvailable diameter: 
Size of the spool: 300g (solo 1,75mm) and 1kg

Also available (on request): 

GENERAL PRINT SETTINGS:

Nozzle Temperature: Bed Temperature:

Between 220º and 240ºC Between 60º and 80ºC

Warping

Contraction

Difficulty/User-friendliness

Impact Strength

Flexibility

Hardness

Brightness

Colour

Finish

Better spooling Constant diameter Cardboard box, vacuum-bag and silica

PRINT IN A VENTILATED PLACE

1,75 mm
0,05 mm+-

QUALITY WARRANTY OF WINKLE’S PETG FILAMENT

*The indicated parameters are valid for correctly calibrated printers (P&D, mechanical and fuser)
*Supervised and tested manufacturing process (diameter, colour and winding) to guarantee the quality of our product


